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LARGE SERVICE BATTERY

INSTALLATION SHEET 5
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SITUATION
One alternator feeding a Starter battery 
and a large Service battery.

PROBLEM
The Service battery will take a very long 
time to recharge due to low alternator 
voltage and restrictions in how the alter-
nator current is used. The Solar panel is 
difficult to synchronize with the alterna-
tor. Due to these issues, the battery will 
underperform and die prematurely.

SOLUTION
The SMARTPASS separates the two bat-
tery banks when the engine is off. With 
the engine on, the alternator charges 
the service battery with its maximum 
current until it has tapered off to the 
D250S Dual max level. Then the D250S 
DUAL charger finalizes the charge. The 
recharge time is minimized. Solar panels 
are easily integrated and synchronized if 
a D250S Dual is used together with the 
SMARTPASS.

TIP 5
See Tip 1, Tip 2 and Tip 4

Wires that are connected to both 
SMARTPASS and D250S DUAL should 
be connected to SMARTPASS.

 WARNING!
•Max 23 V input

•Do not connect two solar panels in series

 WARNING!
D250S DUAL and SMARTPASS is not 

reverse polarity protected



EN

 EN • 21

SITUATION
230/110 V charger for the Service and 
Starter battery.

PROBLEM
The 230/110 V charger should charge 
both the Service and the Starter bat-
tery, and be synchronized with all other 
energy sources.

SOLUTION
The single output 230/110V charger is 
connected directly to the Service battery. 
The Starter battery is pulse charged 
through SMARTPASS.
The solar panel will also maintaince 
charge the Starter battery through  
SMARTPASS.

TIP 6
See Tip 1, Tip 2, Tip 4 and Tip 5

The battery cables of the 230/110 V 
charger are connected directly to the 
Service battery.

INSTALLATION SHEET 6

CONNECTING AC/DC CHARGERS

 WARNING!
•Max 23 V input

•Do not connect two solar panels in series

 WARNING!
D250S DUAL and SMARTPASS is not 

reverse polarity protected
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CONNECTING CONSUMERS
SITUATION
Connection of consumers to the system.

PROBLEM
Many batteries die prematurely if they 
are discharged too much. Too little 
power might be delivered to critical 
consumers, like navigation, radio and 
emergency lights. 

SOLUTION
Critical consumers are connected 
directly to the battery. Others, such as 
refrigerator, main light and heating are 
connected to the SMARTPASS. When 
the Service battery is down to a critical 
level, then the SMARTPASS disconnects 
these noncritical consumers.

TIP 7
See Tip 1, Tip 2, Tip 4, Tip 5 and Tip 6.

High current consumers (>80 A) should 
be connected directly to the Service or 
Starter battery.

 WARNING!
•Max 23 V input

•Do not connect two solar panels in series

 WARNING!
D250S DUAL and SMARTPASS is not 

reverse polarity protected
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STEP 1 DESULFATION
Detects sulfated batteries. Pulsing current and voltage, removes 
sulfate from the lead plates of the battery restoring battery 
capacity.
STEP 2 BULK
Charging with maximum current until approximately 80 % bat-
tery capacity. 
STEP 3 ABSORPTION
Charging with declining current to maximize up to 100 % bat-
tery capacity.

STEP 4 FLOAT
Maintaining the battery voltage at maximum level by providing 
a constant voltage charge. 
STEP 5 PULSE
Maintaining the battery at 95–100 % capacity. The charger 
monitors the battery voltage and gives a pulse when necessary 
to keep the battery fully charged.
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CHARGING PROGRAM D250S DUAL
The charger starts charging the target battery when the supply voltage exceeds 13.1 V for 5 sec (engine on). 
The charger stops charging the target battery when the supply voltage drops below 12.8 V for 10 sec (engine off).
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CABLE DIMENSIONS
Recommended minimum cable dimensions in mm²

Min Cable Dimensions

Fuse
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UNIT CABLE 0.5 m/2 ft. 1 m /3 ft. 2 m /6 ft. 5 m /15 ft. 10 m /30 ft.

+IN    4 mm2/AWG12 4 mm2/AWG12 4 mm2/AWG12 6 mm2/AWG10 10 mm2/AWG8 30A

+OUT  4 mm2/AWG12 6 mm2 /AWG10 10 mm2/AWG8 30A

�Lead to ground  1.5 mm2/AWG16 1.5 mm2/AWG16 1.5 mm2/AWG16 1.5 mm2/AWG16 1.5 mm2/AWG16

�Connection Unit* 4 mm2/AWG12 6 mm2/AWG10 10 mm2/AWG8 10 mm2/AWG8 10 mm2/AWG8

+IN  16 mm2/AWG8 16 mm2/AWG6 16 mm2/AWG6 25 mm2/AWG4 25 mm2/AWG4 150A

+OUT      16 mm2/AWG8 16 mm2/AWG6 16 mm2/AWG6 150A

*Use included connectors if possible. Consider above recommendation if the units are mounted at different locations.
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TeCHNICAL SPECIFICATIONS
Charger model D250S DUAL SMARTPASS

Model number D250S Dual, 1044 SMARTPASS, 1058
Max input voltage 23 V 23 V
Charging voltage 14.4 V at 25°C/77°F temperature compensated –
Charging current 20 A 80 A 
Back current drain Less than 1Ah/month Less than 1Ah/month
Ripple* Less than 4% –
Ambient temperature -20°C to +50°C (-4°F to -122°F),  

output power is reduced automatically at high temperatures
Charger type 5-step fully automatic charging –
Battery types All types of 12 V lead-acid batteries (WET, MF, Ca/Ca, AGM and GEL)
Battery capacity 40–300 Ah 28–800 Ah
Dimensions 197 x 93 x 49 mm (7¾ x 3⅝ x 2 inches) L x W x H
Insulation class IP65 (splash and dust proof)
Weight 0.73 kg/1,6 lbs 0.74 kg/1,6 lbs
MPPT** Yes –

*) The quality of the charging voltage and charging current are very important. High current ripple heats the battery and ages 
the positive electrode. High voltage ripple can damage other equipment connected to batteries. The battery chargers from CTEK 
produce very high-quality voltage and current with low ripple
**) MPPT (Maximum Power Point Tracking) finds the best combination of supply current and voltage to maximize the power out-
put. This is especially important for Photovoltaic (Solar) Panels and trailer campers with wiring constraints. 
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TEMPERATURE PROTECTION
SMARTPASS has a temperature sensor cable. The units will 
automatically protect the service battery if the temperature 
and charging voltage together are too high. Charging will then 
only be performed by the D250S battery charger. The temper-
ature should be measured close to the battery, therefore attach 
the sensor to the battery.

LIMITED WARRANTY
CTEK SWEDEN AB, issues this limited warranty to the original 
purchaser of this product. This limited warranty is not trans-
ferable. The warranty applies to manufacturing faults and 
material defects for 2 years from the date of purchase. The 
customer must return the product together with the purchase 
receipt. This warranty is void if the battery charger has been 
opened, handled carelessly or repaired by anyone other 
than CTEK SWEDEN AB or its authorised representatives. 
One of the screw holes in the bottom of the charger is sealed. 
Removing or damaging the seal will void the warranty. 
CTEK SWEDEN AB makes no warranty other than this limited 
warranty and is not liable for any costs other than those men-
tioned above. For example, consequential damages are not 
covered. Moreover, CTEK SWEDEN AB is not obligated to any 
other warranty other than this warranty.

CTEK PRODUCTS ARE 
PROTECTED BY
Patents Designs Trade marks
EP10156636.2 pending RCD 509617 TMA 669987
US12/780968 pending US D575225 CTM 844303
EP1618643 US D580853 CTM 372715
US7541778 US D581356 CTM 3151800
EP1744432 US D571179 TMA 823341
EP1483817 pending RCD 321216 CTM 1025831
SE524203 RCD 000911839 CTM 405811
US7005832B2 RCD 081418 CTM 830545751 pending
EP1716626 pending RCD 001119911-0001 CTM 1935061 pending
SE526631 RCD 001119911-0002 V28573IP00
US7638974B2 RCD 081244 CTM 2010004118 pending
EP09180286.8 pending RCD 321198 CTM 4-2010-500516
US12/646405 pending RCD 321197 CTM 410713
EP1483818 ZL 200830120184.0 CTM 2010/05152 pending
SE1483818 ZL 200830120183.6 CTM1042686
US7629774B2 RCD 001505138-0001 CTM 766840 pending
EP09170640.8 pending RCD 000835541-0001
US12/564360 pending RCD 000835541-0002
SE528232 D596126
SE525604 D596125

RCD 001705138-0001
US D29/378528 pending
ZL 201030618223.7
US RE42303
US RE42230

SUPPORT
For latest revised user manual and CTEKs professional customer 
support: www.ctek.com (EU), www.smartercharger.com (US).
By e-mail: info@ctek.se (EU), info@smartercharger.com (US).  
By telephone: +46(0) 225 351 80 (EU), (330) 963-0981 (US).


